
MEDIAN DITCH

SHOULDER

DIRECTION OF TRAFFIC

A

DIRECTION OF TRAFFIC

SHOULDER

SLOPE

10:1 OR FLATTER

SLOPE

10:1 OR FLATTER

M
E

D
IA

N
 G

R
A

D
IN

G

BEGINNING OF TRANSITION

SHOULDER

OFFSET TO GUARDRAIL VARIES

(SEE NOTE 2)

10:1 OR FLATTER

POST

(SEE NOTE 2)
10:1 OR FLATTER

SHOULDER

A

PLAN VIEW

SECTION A-A

GRADING FOR  END TREATMENT ATTENUATOR, TYPE 3

GRADING FOR GUARDRAIL END TREATMENT ATTENUATOR, TYPE 3
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7.) GUARDRAIL REFLECTORS SHALL NOT BE PLACED WITHIN THE LIMITS OF THE GUARDRAIL END TERMINAL.

      TREATMENT AND THROUGHOUT THE LENGTH OF THE TRANSITION GRADING.

6). IF CURB IS PRESENT, DEPRESS THE CURB TO A MAXIMUM HEIGHT OF 2" WITHIN THE LIMITS OF THE END

5). THE GUARDRAIL END TREATMENT SHALL BE INSTALLED AS PER THE MANUFACTURER'S REQUIREMENTS.

      ON THE OPPOSITE SIDE OF THE DITCH LINE FROM APPROACHING TRAFFIC.

4). WHEN OPPOSING ROADWAYS HAVE EQUAL ELEVATIONS THE TRAFFIC BARRIER SYSTEM SHOULD BE PLACED

      W-BEAM COME TOGETHER AND TERMINATE WITH ONE END TREATMENT.

3). THIS END TREATMENT CAN ALSO BE USED IN RAMP GORES OR OTHER AREAS WHERE TWO RAILS OF

      OUTSIDE EDGE OF THE SHOULDER.

2). 6:1 OR FLATTER GRADING IS ALLOWABLE WHEN THE BARRIER IS LOCATED 12' OR MORE FROM THE

      GUARDRAIL END TREATMENT MANUFACTURER.

      TREATMENT AND IS APPLICABLE IN THE ABSENCE OF SPECIFIC GRADING REQUIREMENTS FROM THE

1). THIS DETAIL WAS SOLELY CREATED TO SHOW THE GRADING REQUIRED FOR THIS TYPE OF GUARDRAIL END

NOTES:

60'-0" MIN.

OR TRANSITION TO CONCRETE BARRIER

NORMAL DOUBLE FACE W-BEAM BARRIER

DEPRESS CURB (MAX 2" HEIGHT)

LIMITS OF PAYMENT VARIES BASED ON MANUFACTURER'S SPECIFICATIONS
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